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A B S T R A C T
The present paper investigated an Integrated Fixed Film Activated Sludge (IFAS) Membrane BioReactor (MBR)
system monitored for 340 days. In particular, the short-term effects of some operational parameters variation
was evaluated. Results showed a decrease of the removal rates under low C/N values. Respirometry results high-
lighted that activated sludge was more active in the organic carbon removal. Conversely, biofilm has a key role
during nitrification. The major fouling mechanism was represented by the cake deposition (irreversible).
1. Introduction
In the last years, the growing urbanization coupled to industrial ac-
tivities promoted a huge rise of water resources demand and deterio-
ration, making water treatment a global issue (Martín-Pascual et al.,
2015). Biological treatment was recognized as cost-effective and more
acceptable compared to chemical treatment from the environmental
point of view (Mulkerrins et al., 2004). Nitrogen (N) and phosphorus
(P) compounds (nutrients) represent a severe threat for the aquatic com-
partments mainly due to eutrophication, thus being a serious threat for
environmental health and safe water supply. With this regards, the con-
ventional activated sludge (CAS) process have improved with the bio-
logical nutrient removal (BNR) processes. Compared to the chemical nu-
trients removal, BNR treatments avoids chemical addition and the con-
sequent production of chemical sludge, difficult to manage compared to
the biological sludge (among others, Mannina et al., 2016a,b). Nu-
trients removal in such systems can be obtained by means of diverse in
series conditions (i.e., anaerobic, anoxic and aerobic) (Ekama et al.,
1983; Xu et al., 2014; Asadi et al., 2016). The biological N re-
moval can be obtained by means of a two-step process: the first one
being the ammonia oxidation to nitrites and nitrates achieved by au-
totrophic bacteria under aerobic conditions (nitrification); the second
one is the reductive process of nitrates under anoxic conditions car-
ried out by heterotrophic bacteria (heterotrophic denitrification) (Xu
et al., 2014). P can be biologically removed by the growth under al-
ternate anaerobic/aerobic conditions of polyphosphate-accumulating or-
ganisms (PAOs), able to store polyhydroxyalkanoates (PHAs) and or
thophosphate. On the other hand, with dissolved oxygen availability
PAO bacteria are able to grow through PHA exploitation, storing intra-
cellular polyphosphate (Naessens et al., 2012).
The of the sludge produced during BNR can have poor features in
terms of settleability (Ekama et al., 1996; Wanner, 2002). There-
fore, new technical solutions were introduced, such as coupling the BNR
scheme with a membrane bioreactor (MBR) (Mannina et al., 2016a),
for improving the behavior of BNR configurations.
MBRs feature excellent effluent quality characterized by very low
suspended solid concentrations, enabling an almost complete TSS re-
moval from the effluent, being an optimal way for overloaded waste-
water treatment plants (WWTPs) (Mannina and Viviani, 2009). MBRs
can be highly loaded and higher sludge retention time (SRT) can be
maintained, with moderate production of excess sludge (Ramphao et
al., 2005; Fu et al., 2009; Ersu et al., 2010). The moving bed
biofilm reactors (MBBRs) involve carriers in movement in the whole
reactor volume, enhancing the growth of biofilm (Ødegaard, 2006).
Moreover, in MBBR-based Integrated Fixed Film Activated Sludge (IFAS)
processes the bacteria grows simultaneously as suspended and attached
biomass (Mannina et al., 2011; Leyva-Díaz et al., 2016a,b). The
high retention time typical of biofilm promotes the growth of au-
totrophic species, able to sustain complete nitrification throughout the
year.
Due to the advantages of both MBR and MBBR systems, very re-
cently their combination was proposed in view of improving their be-
havior. The latter configuration is usually named moving bed MBR
(MB-MBR), biofilm MBR (BF- MBR) or IFAS-MBR (Sun et al., 2012;
⁎ Corresponding author at: Engineering Department, Palermo University, Viale delle Scienze, Ed. 8, 90128 Palermo, Italy.
E-mail address: giorgio.mannina@unipa.it (G. Mannina)
https://doi.org/10.1016/j.biortech.2020.122752
Received 29 October 2019; Received in revised form 2 January 2020; Accepted 3 January 2020
Available online xxx
0960-8524/© 2020.
UN
CO
RR
EC
TE
D
PR
OO
F
G. Mannina et al. Bioresource Technology xxx (xxxx) xxx-xxx
Yang et al., 2012; Leyva-Díaz et al., 2013; Mannina et al., 2018b;
Yang et al., 2014). However, due to the very recent implementation
of these systems the studies reported in the literature are still limited.
Indeed, there is a knowledge gap towards the effect of different oper-
ational variables, concerning the removal performances, biomass activ-
ity features and membrane fouling tendency. In this light, respirometry
might represent a suitable tool for the characterization of the biokinetic/
stoichiometric parameters of both the involved biomasses (Leyva-Díaz
et al., 2013). In particular, Leyva-Díaz et al. (2015) carried out a
kinetic study comparing a biofilm MBR system with a MBR one and ob-
served a higher concentration of nitrifying bacteria in the hybrid system
(195.49 mg L−1) compared to that of the conventional MBR (86.56 mg
L−1), supporting the fact that the nitrifying activity might be higher in
a hybrid system. In general, the performance of such hybrid system is
strongly related to the imposed operational condition. Previous stud-
ies highlighted that the mixed liquor SRT might exert a key role on
the performance of a complex system conceived for nutrients removal
and characterized by the coexistence of activated sludge and biofilm.
SRT higher than 8 days is required to perform nitrification, working
with MBR it is possible to operate at higher SRT values thus reduc-
ing the sludge production, also improving nitrification process. In con-
trast, under shorter SRT external energy usage can be reduced while also
maximizing the excess sludge production for biogas production (Fu et
al., 2017). Moreover, the carbon-to-nitrogen (C/N) ratio can influence
functional microorganisms, including autotrophic, as ammonia oxidiz-
ing bacteria (AOB) and nitrite oxidizing bacteria (NOB), as well as het-
erotrophic species (Fu et al., 2009). Furthermore, it has been demon-
strated that C/N significantly influences the biological P removal (C/
N ≤6 favors the P releasing in the final settling) (Chen et al., 2015).
Finally, the hydraulic retention time (HRT) can modify the features of
mixed liquor, including the extracellular polymeric substances (EPS) and
sludge stability (Xu et al., 2014; Deng et al., 2016; Nuansawan
et al., 2016). Previous investigations demonstrated that at short HRT,
corresponding to high organic loading rate (OLR) might increase the
sludge viscosity also promoting the growth of filamentous types (Deng
et al., 2016). Moreover, according to Deng and co-workers the OLR
increase promoted the increase of growth rate and consequently the in-
crease of the mixed liquor volatile suspended solid to mixed liquor to-
tal suspended solid (MLVSS/MLTSS) ratio, thus influencing the excess
sludge stability.
In this light, the objective of the present paper was to provide an in-
sight about the influence of different operational parameters in the short
term on an IFAS-MBR plant conceived for BNR according to a University
of Cape Town (UCT) scheme. Specifically, the influence on plant stabil-
ity of rapid and relatively short-term changes in these operational pa-
rameters was investigated. Respirometric tests have been performed to
highlight the different contribution of both biomasses on the system per-
formances when changing the operational conditions. During 340 days
of operation, the UCT-IFAS-MBR system was surveyed for carbon, N and
P removal, suspended biomass and biofilm activity and membrane filtra-
tion properties.
2. Materials and methods
2.1. The plant description
The IFAS-MBR pilot plant layout was realized as a UCT scheme
(Ekama et al., 1983; Mannina et al., 2016a). The filtration stage was
accomplished by means of an hollow fiber membrane (courtesy of Koch
Membrane Systems Inc.; net surface area: 1.4 m2, porosity: 0.03 µm; ma-
terial: proprietary polyvinylidene fluoride – PVDF) inserted within the
MBR tank.
The membrane filtration cycle was carried out as follow. Suction
was operated in continuous for 9 min with a constant flow rate (QSUC).
In order to mitigate membrane fouling a backwashing flow rate QBW
(about 1.5 QSUC) was recycled through the membrane, by pumping back
a fraction of permeate from the Clean-In-Place (CIP) tank. The net flow
rate resulting by 9 min of suction and 1 min of backwashing was the
inlet flow rate QIN. Return activated sludge (QRAS) consisted in a flow
rate equal to 4 QIN from MBR to the anoxic reactor. In order to maintain
negligible the dissolved oxygen (DO) concentration inside the anoxic re-
actor, an oxygen depletion reactor (ODR) was interposed between the
MBR and the anoxic reactor. Two other returned flow rates, QR1 (equal
to QIN) from the anoxic to the anaerobic reactor and QR2 (5 times QIN)
from the aerobic to the MBR compartment were also present. Sludge
wasting operations were carried out from the aerobic reactor and the
sludge waste flow rate (QWAS) was changed depending on the opera-
tional conditions of each experimental cycle.
The plastic carriers (0.95 g cm−3 density and 500 m2 m−3 specific
surface – Amitec Co.Ltd) were inserted in aerobic and anoxic reactors.
The filling faction was 15% (net surface area: 75 m2 m−3) and 40% (net
surface area: 200 m2 m−3), anoxic and aerobic bioreactor, respectively.
The inlet wastewater was a blend of real (collected at the sewer sys-
tem of the University Campus) and synthetic wastewater. The latter was
a solution composed of sodium acetate (CH3COONa), glycerol (C3H8O3)
and dipotassium hydrogen phosphate (K2HPO4). Acetate and glycerol
represented 30% and 70% of the added COD in the synthetic waste-
water. The synthetic wastewater was added with the aim to control the
C/N ratio of the feeding wastewater, depending on the experimental
needs. Further information about wastewater can be found in literature
(Mannina et al., 2018a).
2.2. Experimental campaigns and operational conditions
In the present experimental campaign, nine operational cycles were
investigated relating to the variation of SRT (Phase I), C/N ratio (Phase
II) and HRT-SRT (Phase III), as reported in Table 1.
During each phase, the influence on plant stability of rapid and rela-
tively short-term changes in the operational conditions was investigated.
Different cycles were considered for each phase. Specifically, in
Phase I (cycle 1–3) the influence of SRT variation was assessed. During
Phase II (cycle 4–6) it was analyzed the effect that the C/N change had
on the system behavior. Finally, during Phase III (cycle 7–9) the influ-
ence of simultaneous HRT-SRT variations on the system behavior was
analyzed.
Table 1
Operational conditions throughout experiments.
Phase Cycle Operational parameters
Duration SRT C/N HRT QIN
[d] [d] [–] [h]
[L
h −1]
I 1 1–66 ∞ 8.5 30 20
2 67–95 30
3 103–134 15
II 4 135–191 45 5 30 22
5 192–221 10
6 222–249 2
III 7 250–282 56 10 30 15
8 283–310 31 15 30
9 311–340 7 13 35
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2.3. Analytical methods
Throughout experiments the following chemical parameters were an-
alyzed according to standard methods (APHA, 2005):
• total and volatile suspended solid (TSS, VSS);
• total chemical oxygen demand (CODTOT) and supernatant COD
(CODSUP);
• ammonium nitrogen (NH4-N), nitrite nitrogen (NO2-N), nitrate nitro-
gen (NO3-N) and total nitrogen (TN);
• phosphate (PO4-P) and total phosphorus (TP).
The free ammonia concentration (FA, NH3) was also estimated
(Hansen et al., 1998).
The biofilm growth was assessed according to literature (Mannina
et al., 2011; Di Trapani et al., 2008; 2010, 2018).
Concerning the COD removal, the biological efficiency (ηBIO), total
efficiency (ηTOT) and physical efficiency (ηPHYS) due to membrane filtra-
tion were estimated according to previous literature (Mannina et al.,
2016a,b). The nitrification (ηnit), denitrification (ηdenit) and total nitro-
gen (ηNtot) efficiencies were assessed according to the expressions re-
ported by Mannina et al. (2016a,b).
Respirometry was applied on both suspended and attached biomass
samples (separately) in order to assess the kinetic and stoichiometric
behavior of biomass. Biomass respirometry was assed according to lit-
erature (Mannina et al., 2016b; Di Trapani et al., 2008; 2018).
Briefly, respirometry on suspended biomass samples was carried out
by imposing a VSS concentration in the respirometer of 2–3 gVSS L−1
(eventually diluting the samples with permeate). The batch tests on
biofilm were carried out with colonized carriers and permeate with the
same filling fraction of the aerobic reactor (40%) in the respirometer.
The dissolved oxygen (DO) concentration was maintained in the range
3.5–5.5 mg O2 L−1 for all batch tests. The samples were maintained at
constant temperature of 20 ± 1 °C by means of a thermostatic cryostat.
Extracellular polymeric substances (EPSs), dissolved (SMP, soluble
microbial product) or bound to the floc matrix (EPSBound) were evalu-
ated according to previous studies (i.e., Mannina et al., 2016b).
Membrane fouling analysis was carried out by monitoring the to-
tal resistance to filtration (RT) as well as the single fouling mechanisms
through the application of a resistance-in-series (RIS) model according
to Mannina et al. (2016a). The normalized (20 °C) membrane perme-
ability (K20) was assessed through the expression reported by obles et
al. (2013).
The capillary suction time (CST) and the specific resistance to fil-
tration (SRF) have been recognized as representative parameters for
the assessment of sludge dewaterability (Capodici et al., 2016) and
were evaluated in accordance with UNI EN 14701-1:2006 and UNI EN
14701-2:2006 for CST and SRF, respectively.
3. Results and discussion
3.1. Treatment performance of the IFAS-UCT-MBR system
3.1.1. COD removal related to operational parameters
The COD concentration profile as well as COD removal efficiency
throughout the experimental campaign are reported in Fig. 1. Specifi-
cally, the COD removal efficiency is reported in terms of total (ηTOT), bi-
ological (ηBIO) and physical removal, due to membrane filtration (ηPHYS).
The COD in the influent wastewater (real + synthetic) varied in the
range − 1340 mg L−1 (Fig. 1a). The influent COD concentration fluc-
tuation was due to the different amount of synthetic wastewater dosed
during the operational phases.
The effluent COD ranged between 14 mg L−1 and 78 mg L−1 (Fig.
1a). The effluent Italian Standard limit for COD (125 mg L−1) has always
been respected.
High COD removal efficiencies were achieved during Phase I (cycle
1–3). In particular, an average value of 77% and 99% was achieved for
biological and total COD removal respectively. According to literature,
the variation of SRT resulted to be irrelevant in terms of COD removal
(Van den Broeck et al., 2012).
During Phase III (cycles 7–9), the highest value of ηBIO and ηTOT were
obtained (86 and 99%, respectively). This result might be due to the in-
creased OLR, that promoted the biomass heterotrophic activity; more-
over, in Phase III the C/N ratio was close to 10 (average value), rep-
resenting an optimal value for the organic carbon biological removal
(Fu et al., 2009). Comparable findings were achieved by Duan et al.
(2015). Duan and co-workers achieved a COD removal of 97% in a
MBBR-MBR system under hybrid configuration (having 30% of filling
fraction and 17 h HRT). During Phase II (cycles 4–6) the COD lowest
removal efficiencies were achieved (67 and 92% for ηBIO and ηTOT, re-
spectively). As outlined in Section 3.2.2, this result was due to the fact
that during cycle 6 the low C/N value strongly affected the biomass bi-
ological activity (average ηBIO in cycle 6 equal to 23.5%). Nevertheless,
despite this poor biological performance, in cycle 6 the pilot plant pro-
vided a COD removal of 70%.
3.1.2. Nitrogen and phosphorus removal
During experiments, the nitrification, denitrification as well as to-
tal nitrogen removal achieved in the pilot plant were significantly dif-
ferent (Fig. 2a and b). High nitrification performances were achieved
throughout experiments. Leyva-Díaz et al. (2015) found also higher
concentration of nitrifying bacteria in MBBR-MBR system compared to
the MBR process. During cycle 6 the nitrification efficiency decreased.
Indeed, during cycle 6 a nitrite accumulation occurred. The nitrite accu-
mulation could be due to FA (>0.5 mg L−1). FA partially inhibited the
NOB activity (Kim et al., 2006). The average ammonia removal in cy-
cle 6 was 80%.
Fig. 1. Evolution of organic matter concentrations (a) and removal (b) throughout experiments.
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Fig. 2. Inlet and outlet ammonia concentrations and outlet nitrate concentrations (a); trend profile of ammonia removal, heterotrophic denitrification and total nitrogen removal (b), trend
profile of inlet and outlet ortho-phosphate concentration (c) and average release/uptake (d) during experiments.
Nevertheless, excepting cycle 6, the system enabled a huge nitrifica-
tion efficiency. This result might be due to the attached biomass in the
aerobic compartment, characterized by a long retention and being plen-
tiful of autotrophic bacteria.
A different behavior was observed towards denitrification and ni-
trogen removal throughout experiments; the total nitrogen removal in-
cludes the nitrogen used for metabolic growth by bacteria. During Phase
I, significant variations of total nitrogen removal rates were obtained.
The low carbon availability during nitrification caused the previous re-
sult.
The lowest performance was achieved in the Phase II (cycles 4–6)
operated at different C/N ratios. Indeed, while during cycles 4 and 5
(characterized by C/N ratio of 5 and 10 mgCOD mg−1 TN, respectively)
an increasing trend of denitrification and nitrogen removal compared
to the previous Phase I was observed, in cycle 6 (characterized by a
C/N ratio of 2 mgCOD mg−1 TN) there was an abrupt decrease of re-
moval rates. The average removal rates in Cycle 6 were 14 and 44% for
denitrification and total nitrogen, with minimum values of 3 and 25%,
respectively. This discrepancy might be related to nitrogen uptake due
to metabolic growth. In contrast, the system performance increased sig-
nificantly in Phase III (cycles 7 to 9), characterized by a HRT-SRT de-
crease. This operational condition, achieved by increasing the inlet flow
rate, promoted an increase of the organic loading rate that, prevent-
ing carbon limitation, enhanced heterotrophic denitrification (Ge et al.,
2015) and, as a consequence, the total nitrogen removal. The TN re-
moval efficiencies in cycles 7–9 (average values) were 69.4, 81.4 and
77%, respectively. The results observed in the present study in terms of
nitrogen removal are greater compared to what reported in literature
(Leyva-Díaz et al., 2015).
The achieved results highlighted a different effect of the operational
parameters on biological P removal (Fig. 2c and d). Indeed, it was ob-
served an increasing trend of the removal efficiency in the different
phases. In Phase I, the highest SRT values, especially when the system
worked without sludge withdrawals (i.e. under complete sludge reten-
tion), probably hampered the biological P removal mechanism. Never
theless, the results achieved in cycle 2 (SRT = 30 d) were in agreement
with those obtained by Khan et al. (2014) who achieved a PO4-P
removal efficiency of 59.50%. A better performance was observed in
Phase II (operated at different influent C/N values) with removal effi-
ciency down to 13%. The achieved efficiency towards PO4-P removal
might be related to the low carbon availability during cycle 6 for anaer-
obic uptake by PAOs and anoxic heterotrophic denitrification. Conse-
quently, the denitrification limitation leads to an increased NO3-N mass
recycled to the anaerobic compartment, disturbing the PAOs activity. In
Phase III, huge biological efficiencies of P removal were achieved. The
high OLR, characterized by high amount of readily biodegradable frac-
tion of COD (synthetic wastewater) enhanced the high bio-P removal
(Rey-Martínez et al., 2019). The results obtained in Phase III are in
the range of literature. Indeed, Leyva-Díaz et al. (2016a,b) achieved
81.42 ± 3.85% of TP removal in a MBBR-MBR system that worked with
a 18 h HRT.
3.2. Biomass properties
3.2.1. Trend profile of suspended biomass and biofilm
Both suspended and attached biomass could have influenced the dif-
ferent removal efficiencies.
The amount of biofilm, in terms of concentration, was lower than the
activated sludge one for most of the experimental phases (Fig. 3) due
to the biomass (biofilm and suspended) competition for the available
substrates. The concentration of the activated sludge was characterized
by huge variations during experiments, mainly due the different opera-
tional conditions in the different cycles.
In Phase I (cycles 1–3), the MLSS was characterized by initial in-
crease in cycle 1, when no sludge withdrawals occurred (excepting the
moderate amounts needed for analyses), while it remained quite sta-
ble in the cycle 2 (SRT = 30 d) and significantly decreased in cycle 3
(SRT = 15 d). In the subsequent Phases, the aim was to keep the MLSS
almost constant and close to 4 gTSS L−1; therefore, sludge wasting oper-
ations were carried out accordingly, thus affecting the SRT values.
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Fig. 3. Dynamics of TSS and VSS concentrations in mixed liquor (a) and TSS concentration in biofilm (b) in the different compartments in the experimental Phases.
Concerning the biofilm concentration, in the aerated compartment
(BF_Aerobic) it was always higher compared to the anoxic one
(BF_Anox). this finding might be due to a more suitable environment due
to aerobic conditions. Indeed, aerobic metabolism is energetically fa-
vored with respect to anoxic metabolism; therefore, the biofilm growth
resulted favored in the aerobic reactor yielding higher biofilm concen-
tration.
3.2.2. Biokinetic behavior related to operational conditions
Respirometric batch tests highlighted the different kinetic behavior
of the system, in terms of suspended and biofilm, depending on the op-
erating conditions.
As an example, Fig. 4 shows the profile of maximum heterotrophic
growth rate (µH,max) (considering the mixing of ordinary heterotrophs
and PAOs) (Fig. 4a) and the maximum growth rate (µA,max) of au-
totrophs (considering both AOB and NOB) during the overall experimen-
tal campaign (Fig. 4b). As general comment, it is possible to notice the
different behavior showed by the two biomasses in terms of substrate
removal. Indeed, suspended biomass showed higher affinity towards the
organic carbon removal. The nitrification ability was similar for the two
biomasses, with the growth rate of autotrophic species in the biofilm
greater than that of activated sludge. This result could be due to the long
retention time of biofilm that allowed the growth of an autotrophic pop-
ulation. Therefore, these findings suggested a biomass (suspended and
biofilm) “specialization” towards the different substrates (Di Trapani et
al., 2015), as highlighted by data reported in Table 2.
Referring to the heterotrophic populations, the major impact was
due to the lowest investigated C/N in Phase II (cycle 6). The high de-
crease imposed to the C/N ratio (equal to 2 mgCOD mg−1 TN), deter-
mined a carbon limitation, contributing to reduce the growth rate of het-
erotrophs for both biomasses.
In contrast, an unlike behavior was noticed in Phase III (cycles 7–9):
indeed, the organic loading rate increase promoted the growth of the
heterotrophic organisms that reached significant values of the growth
rate, referring in particular to the activated sludge. The simultaneous
reduction of HRT and SRT promoted the increase of the active frac-
tion of heterotrophic biomass. This result is corroborated by the values
of the decay rate bH (which is an indicator of biomass activity), which
highlighted high heterotrophic activity in Phase III, while the C/N ratio
(Phase II) revealed to be a potential stressing variable for biomass ac-
tivity. The respiration rates (SOUR) showed a similar trend throughout
experiments, thus confirming the role of decay rate as indicator of bio-
mass activity.
Concerning autotrophic species, the maximum growth rates were
reached in Phase III (cycles 7–9). The higher flow rates caused the rise of
the ammonia loading rates, thus supplying the proper conditions to ni-
trifying population, enhancing the nitrification ability of the whole sys-
tem, even for the activated sludge, despite the progressive SRT reduction
in Phase III. This result, only apparently surprising, might be related to
the “seeding” effect caused by biofilm detachment, which is rich of nitri-
fying species due to the high retention times; the biofilm released to the
mixed liquor might have enhanced the nitrification ability of the mixed
liquor. Even for the autotrophs, the worst performance was achieved
in Phase II (cycle 6), when it as imposed a sharp decrease of the C/
N ratio, promoting an accumulation of free ammonia, thus causing in-
hibitory effects on the autotrophic organisms, referring in particular to
NOB, which are very sensitive to free ammonia (Cydzik-Kwiatkowska
et al., 2013).
3.2.3. Sludge dewaterability
In Fig. 5 the results of the dewaterability tests are reported. Over-
all, good dewaterability features were obtained throughout experiments,
excepting Phase II (cycles 4–6), when a worsening of the system per-
formance was achieved, especially in cycle 6. Indeed, the abrupt C/
Fig. 4. Trend profile of µH,max (a) and µA,max (b), referring to both activated sludge and biofilm.
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Table 2
Biokinetic parameters (average values) for activated sludge and biofilm, during the different Phases (standard deviation values are reported in brackets).
Phase I
(variable: SRT)
Phase II
(variable: C/N)
Phase III
(variable: HRT-SRT)
AS Biofilm AS Biofilm AS Biofilm
Heterotrophic
YH [mgCOD mg −1 COD] 0.56 (±0.07) 0.71(±0.07) 0.56 (±0.26) 0.55 (±0.28) 0.69 (±0.09) 0.64 (±0.12)
YSTO [mgCOD mg −1 COD] 0.70 (±0.05) 0.79 (±0.01) 0.66 (±0.30) 0.68 (±0.34) 0.82 (±0.05) 0.83 (±0.06)
µH,max [d −1] 5.90 (±1.00) 1.13 (±0.89) 7.19 (±5.64) 1.73 (±1.31) 12.69 (±3.80) 6.23 (±3.37)
KS [mgCOD L −1] 5.45 (±1.03) 3.94 (±1.01) 7.12 (±8.42) 4.25 (±2.37) 23.75 (±22.95) 6.34 (±1.47)
bH [d −1] 0.26 (±0.17) 0.22 (±0.08) 0.23 (±0.16) 0.24 (±0.15) 0.38 (±0.27) 0.51 (±0.43)
SOURmax [mgO2 g −1 VSS h −1] 17.48 (±3.97) 3.21 (±1.61) 18.07 (±12.79) 4.05 (±3.12) 29.59 (±5.76) 8.72 (±3.28)
Autotrophic
YA [mgVSS mg −1 N] 0.21 (±0.06) 0.39 (±0.15) 0.29 (±0.23) 0.50 (±0.19) 0.33 (±0.14) 0.45 (±0.19)
µA,max [d −1] 0.32 (±0.11) 0.31 (±0.17) 0.31 (±0.30) 0.75 (±0.21) 0.76 (±0.46) 0.81 (±0.21)
KNH [mgNH4-N L −1] 2.47 (±2.77) 0.79 (±0.34) 1.92 (±1.54) 1.24 (±0.95) 6.32 (±7.72) 0.43 (±0.27)
Nitrif. Rate [mgNH4 L −1 h −1] 4.40 (±1.57) 1.44 (±0.65) 2.54 (±2.18) 4.71 (±1.23) 5.13 (±2.89) 5.47 (±0.89)
Fig. 5. CST (a) and SRF (b) in the different reactors during the whole experimental phases.
N reduction in cycle 6 a release of SMP and a significant increase of both
CST and SRF values were achieved.
3.3. Membrane fouling tendency related to operational conditions
3.3.1. Influence of operational conditions
The pattern of total resistance (RT) as well as the specific resistances
(average values) achieved through the application of the RIS model are
depicted in Fig. 6. The trend profile shown in Fig. 6a reports the daily
values of RT. The highest RT value (46 1012 m−1) was achieved in Phase
I (Fig. 6a); however, in Phase II it was observed the highest average RT
value (10.36 1012 m−1). The highest RT value (46 1012 m−1) achieved
Phase I was a consequence of a malfunctioning of the permeate pump
occurred at day 78. Data reported in Fig. 6a show an increases foul-
ing tendency (in terms of fouling rate) during cycle 1, when five clean-
ing operations were needed to keep the TMP below −0.6 bar. In con-
trast, in cycle 2 and cycle 3 a reduced number of membrane cleanings
were required (four and one, respectively). The lower MLSS concentra-
tion (weighted average) in cycle 1 compared to cycle 2 (4 gTSS L−1 and
5.7 gTSS L−1, respectively) could promote a decrease of the cake thick-
ness, thus reducing its role in terms of fouling mitigation (dynamic mem-
brane). Therefore, it was observed a fouling rate increase in cycle 1. This
result is in line with literature (i.e., Martín-Pascual et al., 2016) who
derived a fouling rate increase with the MLSS decrease.
Regarding Phase II, data reported in Fig. 6a show a rapid tendency
to membrane fouling. Such tendency was clear in cycle 4 and cycle 5.
As a consequence, the highest RT value (average: 10.36 1012 m−1) and
the highest number of required cleanings (12) took place in Phase II.
The specific SMPC increased (average value) in MBR during Phase II (de-
spite the MLSS increase) could have promoted this result.
The lowest values of RT (on average 3.1 1012 m−1) were achieved
during last phase, likely debited to the increased permeate flow rate,
ranging from 25 L h−1 (cycle 7) to 37 L h−1 (cycle 8) and 41.5 L h−1
(cycle 9). Previous results highlighted that the permeate flow rate rep-
resents the factors mostly affecting the membrane fouling (Martín-Pas-
cual et al., 2016; Mannina and Cosenza, 2013).
The specific resistance fractions (average values) achieved through
the RIS model application are reported in Fig. 6b–d. The achieved re-
sults highlighted that the different fractions were stable in Phases I and
III. It should be noted that for both Phase I and III the resistance of ir-
reversible component of cake (RC,irr) was the highest one (97 and 92%
for Phase I, and Phase III, respectively) (Fig. 6b and d). Moreover, a low
percentage of pore blocking (RPB) was observed for both Phase I and III
(around 3%) (Fig. 6b, Fig. 6d). The reversible cake layer (RC,rev) resis-
tance was equal to 2.6 and 4.1%, respectively for Phase I and Phase III.
In contrast, the result achieved in Phase II showed a different trend (Fig.
6c). Indeed, the RC,irr represented the most important fouling fraction,
its value decreased till to 80% (Fig. 6c). Furthermore, a significant RPB
increase was achieved in Phase II, up to 13%. Such a result suggested
that the C/N variation in Phase II determined the variation of the ac-
tivated sludge features (e.g, increased production of SMPc) which have
likely promoted an increase of membrane fouling due to pore blocking
(Kurita et al., 2016).
3.3.2. Extracellular polymeric substances
The specific EPS concentrations achieved in Phase III outlined a sig-
nificant variation compared to the other phases. This achievement was
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Fig. 6. Trend profile of RT (a) throughout experiments and average specific resistance fractions for Phase I (b), Phase II (c) and Phase III (d).
likely related to the joint result of the simultaneous variation of both
HRT and SRT during Phase III. From the achieved results, the HRT was
the parameter that mostly influenced the specific EPS in the anaerobic
reactor (Phase III). The HRT change promoted a decrease of the pro-
tein fraction to 69 mg g−1 TSS in Phase III (average value in Phase I and
II: 150 mg g−1 TSS). Moreover, the HRT variation promoted the rise of
SMPP from 31 mg g−1 TSS (average value in Phase I) to 72 mg g−1 TSS
in Phase II and 135 mg gTSS−1 in Phase III. The significant SMP release
might have been favored by the growth of PAO bacteria under low HRT
values (Bitton, 2005).
The EPS concentration in the anoxic compartment was mainly af-
fected by the C/N variation (Phase II). An increase of all EPS fractions
occurred in Phase II inside the anoxic reactor, referring in particular to
the SMP fractions (both SMPP and SMPC). Indeed, the specific SMPP con-
centration in the anoxic compartment raised on average from 7 mg g−1
TSS (Phase I) up to 56.5 mg g−1 TSS (Phase II). Conversely, the specific
SMPC concentration raised from 1.7 (Phase I) to 13.5 mg gTSS−1 (Phase
II). This achievement might be related to the strong effect exerted by C/
N on the heterotrophic growth under anoxic conditions. When the C/
N was decreased, significant sludge deflocculation phenomena occurred,
thus promoting the rise of SMP in the bulk liquid, due to a carbon limi-
tation (Ye et al., 2011).
The HRT revealed to be the most influential parameter towards EPS
production also for the aerobic and MBR reactors. Nevertheless, contrar-
ily to what observed in the anaerobic reactor, in both the aerobic and
MBR compartments a simultaneous EPSP increase and a SMPP decrease
occurred during Phase III. This result, as demonstrated in previous lit-
erature, might be related to the increase of the average particle size en-
hanced by the high organic loading rate, which led to a higher bound
EPS content (Chae et al., 2006).
Nevertheless, a SMPC increase was observed in the MBR compart-
ment in Phase II (15.2 mg g−1 TSS) compared to Phase I (5.5 mg g−1
TSS). Therefore, it was demonstrated that the stress effect of C/N change
could have a significant consequence in terms of fouling. Indeed,
Le-Clech et al. (2006) highlighted the effect of carbohydrate in SMP
towards irreversible fouling mechanisms.
4. Conclusions
In light of the above results, the findings of the present study high-
lighted the robustness of the IFAS-UCT-MBR system for the investigated
values of the operational variables. Nevertheless, the C/N ratio con-
firmed to be a very stressful variable, affecting the removal efficiencies,
the sludge dewaterability as well as membrane fouling which was char-
acterized in Phase II by the highest irreversible fouling. In contrast, the
simultaneous HRT-SRT decrease did not entail the worsening of the sys-
tem performance: therefore, an IFAS-UCT-MBR system can be operated
at low HRT-SRT values still sustaining excellent removal performance.
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